Production Worker

NY1408893

Alstom, Kanona, NY

Remove, repair, and replace components in the production of the overhaul
and refurbishing on rail cars to contractual specifications. Install rail interior
furnishings, trim and accessories according to specifications.
Day to day tasks:
Performs metal finishing efficiently and properly, fit and install functional units,
parts, or equipment, etc., in structural assembly according to blueprints and
specifications. 25%
Read and interpret blueprints, drawings, and production procedures to
determine measurements and installation procedures, working as a team
member guided by good quality and timeliness. 25%
Must know how to use safely and correctly hand and power tools. 25%
Creates jigs, fixtures, and other production time-saving devices from drawings.
10%
Brazing and soldering, layout, and bend pipes, 10%
Perform other duties as assigned by the supervisor. 5%
Requirements:
2-3 years of relevant experience.
High School Diploma or equivalent.
Advanced mechanical skills.
Ability to read schematics and blueprints.
Ability to use hand and power electrical and pneumatic) tools efficiently.
Ability to layout and bend pipe
Intermediate brazing and soldering skills required.
Physical Demands:
The physical demands described here are representative of those that must be
met by and employee to successfully perform the essential functions of the
job. Reasonable accommodations may be made to enable individuals with
disabilities to perform essential functions.
While performing the duties of this job, the employee is regularly required to sit,
stand, walk, bend, crouch, craw, stoop, squat, talk and hear. The employee
frequently is required to use hands to finger, handle or feel. The employee
frequently I required to reach with hands and arms and may be required to lift
up to 50 pounds.
Manual Dexterity: Work requires regular speed and accuracy for most of the
working day.
Physical Effort: Work requires handling lightweight materials or equipment with
no special speed or exertion.
Working Conditions: Typical working conditions found in most production work
areas.
Hazards: Negligible. Little or no exposure to hazards.
Work Environment:

The work environment characteristics described here are representative of those
an employee encounters while performing the essential functions of the job.
Reasonable accommodations may be made to enable individuals with
disabilities to perform essential functions of the job.
Employee may be required to work in a train yard. a live rail environment. The
noise level in the work environment is usually loud.

